DN File: N-\Esc\Standard_Drawings\Imper1al\28@5Approved\xChangelApproved\ati7.dgn

14-MAR-2005

TOWER AND RPU ENCLOSURE TO BE
INSTALLED BY THE DEPARTMENT

NOTE 4, TYP

CONNECT GROUND CABLE TO T

GROUND RODS, SEE NOTE 1

CONNECT GROUND CABLE TO
GROUND RODS, SEE NOTE 1

c;;;>GROUND CABLE TERMINATION DETAIL

10/

%" DIA. x 8’ COPPER
CLAD GROUND ROD TYP,
aTY 6

/ ;’)
32 STRAND, #2180 WEIGHT,

76" TINNED COPPER !
GROUND CABLE TYP \O

GROUND TERMINAL,
QTY 3,1 0N EACH TOWER LEG

NOTE 4, TYP

//6\\GROUND CABLE TERMINATION DETAIL
AT 17/PLAN VIEW

32 STRAND, #21@ WEIGHT,
76" TINNED COPPER

GROUND CABLE Fl
"TO 12" N
BELOW GRADE N
f \‘

%' GROUND ROD
CLAMP, OTY. 6

/B \GROUND CABLE

TOWER

REMOTE PROCESSING UNIT (RPU)

ENCLOSURE

TOWER TO BE INSTALLED
BY THE DEPARTMENT

SEE NOTE 2

%" DIA. x 8 COPPER CLAD
GROUND ROD, QTY 6

TERMINATION DETAIL

AT 17/PROFILE VIEW

NOTES:

1. PLACE GROUND CABLES ON THE TOP CONCRETE PAD.

2.ANCHOR GROUND CABLES FLAT AGAINST CONCRETE PAD WITH
SUITABLE CLAMPS/ANCHORS. LEAVE EXCESS WIRE TO BE ATTACHED

TO TOWER BY THE DEPARTMENT.

3.DUCT SEAL UNDERGROUND CONDUIT OPENING AFTER INSTALLING

GROUND WIRE.

4.INSTALL GROUNDING WIRE AND RODS ON ALL THREE LEGS. COIL
19 FEET OF WIRE ON LEG CLOSEST TO CONDUIT. COIL S FEET OF
GROUNDING WIRE ON OTHER LEGS.
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